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[ oOperation Mode
MAC Address: D4:6E:0E:63: BF:60 Wireless Radio: on
@ Network 1P Address: Mode: 802.11bgn mixed
Subnet Mask: Channel Width: Auto
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Default Gateway: Channel: Auta(10)
(B wireless Primary DNS: MAC Addrass: D4:5E:0E: 631 BF: 5F
Secondary DNS:
Y Guest Network

Connection Type: Bridge
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MAT Forwarding
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dh  Parental Controls MAC Address: D4:6E: 0E: 63:BF: 5F Szt Netwark TP-LINK_Guest_BFSF
. 1P Azdress: 192.168.1.1 Hide S5ID: off
@ Bandwidth Control
Subnet Mask: 255,255.255.0 Wireless Radio: Off
é Secunty DHCP: On See each other: on
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2 GeertHagmann 152.168.1.102 2C:6E:85:35:24:61
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Internat Status: Disconnected

Plzase check if your phone cable is properly connected.

Connaction Type: Bridge
1P Address:
DNE Server:
Gateway:
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i emsteuerung > MNetzwerk und Internet » MNetzwerk- und Freigabecenter v O O Systemsteue
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. Grundlegende Informationen zum Netzwerk anzeigen und Verbindungen einrichten

Startseite der Systemsteuerung
Aktive Netzwerke anzeigen

Adaptereinstellungen dndern

Zugriffstyp: Kein Internetzugriff

Erweiterte Netzwerk 7 .
Freigabeeinstellungen dndem Privates Metzwerk Verbindungen: @m

Medienstreamingoptionen

Ethernet
] WLAN (TP-LINK_BF5F_5G)

Zugriffstyp:
Verbindungsfi:

TP-LINK_BF5F_5G
Privates Metzwerk

Netzwerkeinstellungen dndern

Meue Verbindung oder neues Metzwerk einrichten
Breitband-, DFU- oder VPN-Verbindung bzw. Router oder Zugriffspunkt einrichten,

Probleme beheben

Metzwerkprobleme diagnostizieren und reparieren oder Problembehandlungsinformationen
abrufen.
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T offll Status von WLAN
Startseite der§  Allgemein
Adaptereinste Verbindung
. IPv4-Konnektivitat: Kein Internetzugriff
Erweiterte IPv6-Konnektivitat: Kein Netzwerkzuariff
Freigabeeinstg '
) Medienstatus: Aktiviert
Medienstream Kennung (SSID): TP-LINK_EFSF_5G
Dauer: 00:04:39
Ubertragungsrate: 433,3 MBit/s
Signalqualitét: !!!!!
Details... | | Drahtoseigenschaften |
Aktivitat
|
Gesendet —— ;g' ——  Empfangen
Bytes: 546.557 | 283.795

nd Freigabecenter v | D

2 Syster

Netzwerk anzeigen und Verbindungen einrichten

Zugriffstyp: Kein Internetzugriff
Verbindungen: @ ZeroTier One
[1c33c1ced0712990]
Zugriffstyp: Kein Internetzugriff
Verbindungen: @ Ethernet

il WLAN (TP-LINK_BF5F_5G)

lerk einrichten

ung bzw. Router oder Zugriffspunkt einrichten.

und reparieren cder Problembehandlungsinfermationen

Siehe auch

Intel ® PROSet/Wireless Tools

Internetoptionen
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™ status

] oOperation Mode

| @ Network

LAN Settings
Interface Grouping
Dynamic DNS

Advanced Routing

WAN Interface

Connection Type:
IPv4:

IP Address:
Subnet Mask:

Default Gateway:

Dynamic IP v
[ Enable
0.0.0.0
0.0.0.0

0.0.0.0

=n k=

IPvG:

@ Advanced

MAC Clone

@® Use Default MAC Address

[] Enable
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@ Status DHCP Server 0
IP Version: @® Pva (O IPVGE

[ Operation Mode
MAC Address: D4:6E:0E:63:BF:5F

@ network IP Address: 192.168.1.1
Subnet Mask: 255.255.255.0 v

Internet

IGMP Snooping: [ Enable
Second IP: [] Enable
DHCP: [ Enable

Interface Grouping

@® DHCP Server (O DHCP Relay

DSL Settings
IP Address Pool: 192.168.1.100 - 192.168.1.199
Dynamic DNS N minutes. (1-2880. The default
Address Lease Time: 1440 value is 1440.)
Default Gateway: 192.168.1.1 (optional)
Default Domain: (optional)
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@ status Operation Mode (7

Please select an operation mode:

Operation Mode (O DSL Modem Router Mode

@ Wireless Router Mode

-
@ Network
®

Wireless

]

Guest Network

NAT Forwarding

®

®

USB Settings

>

Parental Controls
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