Router » Cable Modem » Connection

This page displays information on the status of the cable modem’s HFC network connectivity.

Downstream Bonded Channels

Channel Frequency (Hz) Power (dBpV) SNR (dB) Modulation Channel ID
1 626000000 54 37 256qam 7
2 146000000 58 40 256qam 2
3 154000000 58 38 256gqam 3
4 162000000 58 38 256gam 4
5 602000000 53 37 256qam 5
6 618000000 54 37 256gam 6
7 138000000 58 38 256gam 1
8 642000000 55 38 256qam 8
9 650000000 54 37 256qam 9
10 658000000 54 37 256gqam 10
11 666000000 54 37 256qam 11
12 674000000 54 37 256gam 12
13 682000000 55 37 256qam 13
14 690000000 55 37 256gam 14
15 698000000 50 34 64qam 15
16 706000000 49 33 64qam 16
17 714000000 49 33 64qam 17
18 722000000 49 33 64qam 18
19 730000000 49 33 64qam 19
20 738000000 49 33 64qam 20
21 746000000 49 33 64qam 21
22 754000000 49 33 64gam 22
23 762000000 50 33 64qam 23
24 770000000 50 34 64qam 24

Upstream Bonded Channels

Channel  Frequency (Hz) Power (dBpV) Modulation Symbol Rate (ksps) Channel ID

1 36200000 117 64qam 5.120 4
Signal

Channel ID Unerrored Codewords Total Correctables Total Uncorrectables
7 2076203329 4991 0

2 2073962560 16 0

3 2073961433 24 0



4 2073958123 21

5 2073959109 2445
6 2073961351 2247
1 2073964957 2

8 2073968693 2780
9 2073963541 2777
10 2073965143 2867
11 2073966407 2974
12 2073951734 4358
13 2073955038 4103
14 2073962139 4082
15 1555474479 514
16 1555474560 935
17 1555466168 1159
18 1555475769 1017
19 1555476248 1047
20 1555476840 939
21 1555464401 875
22 1555467059 775
23 1555477606 712
24 1555478108 700

Router » Cable Modem » Device Information

The information below shows current status of this home gateway.
Standard Specification Compliant EBIOJENIRICK(]
Hardware Version 0.01
Software Version CH7466CE-4.50.20.3-NOSH
Cable Modem MAC Address AC:22:05:66:B5:A8
Cable Modem Serial Number 609381714900092900000680
System Up Time Oday(s)16h:57m:26s

Network Access Allowed
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