Geblindelte Downstreamkanale

674000000 256gam
2 554000000 58 38 256gam 2
3 562000000 58 38 256gam 3
4 570000000 58 38 256gam 4
5 578000000 58 38 256gam 5
6 586000000 58 38 256gam 6
7 594000000 58 38 256gam 7
8 602000000 58 38 256gam 8
9 666000000 59 38 256gam 9
10 546000000 57 38 256gam 1
11 682000000 58 38 256gam 11
12 690000000 58 38 256gam 12
13 698000000 52 34 64gam 13
14 706000000 52 34 64gam 14
15 714000000 52 34 64gam 15
16 722000000 51 34 64gam 16
17 762000000 52 34 64gam 17
18 770000000 52 34 64gam 18
19 778000000 53 34 64gam 19
20 786000000 53 34 64gam 20
21 794000000 53 30 64gam 21
22 802000000 53 30 64gam 22
23 810000000 53 32 64gam 23
24 818000000 53 34 64gam 24



Gebiindelte Upstreamkandle.

Frequenz (Hz) Signalstarke Symbolrate Kanal ID

52200000 64gam 6
2 36200000 105 64gam 5.120 8
3 45800000 105 64gam 5.120 7
4 58600000 107 64gam 5.120 5

Kanal ID | Fehlerfreie Codewdérter Korrigierbar insgesamt Nicht korrigierbar insgesamt

2461200458 0
2 2459000189 71 0
3 2459002470 90 0
4 2459002543 121 0
5 2458998427 119 0
6 2459003919 99 0
7 2459004952 91 0
8 2459004729 72 0
9 2458996065 113 0
1 2459007018 65 0
11 2459007970 117 0
12 2458997010 190 0
13 1844253905 127 0
14 1844246743 134 0
15 1844254422 123 0
16 1844254894 157 0
17 1844248083 70 0
18 1844255505 60 0
19 1844256269 64 0
20 1844256709 60 0

21 1844247951 705 0



