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Kanal
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DOCSIS 3.1 Kanile

Empfangsrichtung

Kanal
Kanal-ID

Typ
Frequenz [MHz]
Power Level [dBmV]

Senderichtung

Kanal

i 2 3

2 3 4

146 154 162
2560Q0AM  2560Q0AM  256QAM
0.7 0.2 1.0
-36.6 -36.6 -37.4

4 5
5 6
602 618
2560AM  2560AM
6.7 7.8
-39.0 -38.6
1
8
36.2
640AM
ATDMA
43.0
1
0
4K
167-325
3.7

6
-
626

256QAM

8.0
-39.0

13 14 15 16 17
14 15 16 17 18
690 698 706 714 722

256QAM  256Q0AM  64QAM  B4QAM  B4QAM  64QAM

10.1 10.2 10.0 3.6 3.6 4.0 5.2

-39.0 -38.6 -39.0 -35.0 -35.0 -35.0 -35.7

7 8 i) 10 11 12
8 9 10 11 12 13
642 650 658 666 674 682
256QAM  256QAM 256QAM  2560AM  2560AM
8.9 9.3 9.1 8.9
-39.0 -39.0 -39.0 -39.0
2 5 4
5 i 6
58.6 45.8 533
64QAM 640AM 640AM
ATDMA ATDMA ATDMA
45.0 43.0 43.0

Ihe lntnrmatamankhlionn sintneed b=+ NOCCIC 2 1 in Crndaricht

18

19

730
64QAM
5.0
-35.5

19

20

738
640AM
4.0
-35.5

20

21

746
64Q0AM
4.1
-35.0

21

22

754
640AM
4.6
-35.0



EuroDOCSIS 3.0 Kanile

Empfangsrichtung

Kanal

Kanal ID

Frequenz [MHz]
Modulation

Power Level [dBmV]
MSE [dB]

<

Senderichtung

Kanal

Kanal 1D

Frequenz [MHz]
Modulation
Multiplex-Verfahren
Power Level [dBmV]

DOCSIS 3.1 Kanile
Empfangsrichtung
Kanal

Kanal-1D

Typ

Frequenz [MHz]
Power Level [dBmV]

640AM

-35.0

16

1T

714
640AM
4.0
-35.0

362
640AM
ATDMA
43.0

1
0
4K

167-325

AT

64QAM

18
19

730
G640AM

5.0

-35.5

58.6
64QAM
ATDMA
45.0

20
21
746

640QAM

4.0
-35.0

458
640AM
ATDMA
43.0

22 23 24 25 26 27

23 24 25 26 27 28

762 70 778 786 794 802
640AM  640AM  64Q0AM  64QAM  64QAM  640QAM
5 55 55 6.5 6.2 6.9

-35.5 -35.5 -35.5 -36.3 -35.5 -35.5

522
840AM
ATDMA
43.0

29

30

818
640AM
8.2
-35.5

30

31

826
640AM
9
-36.3

31

32

834
640QAM
9.6
-35.5

32

1

138
2560AM
1.1
-36.6



