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2021-08-17 08:03:43 log.warn [88000205]:
is Up.
2021-08-17 08:04:26 log.warn [88000101]:

Associated.WG-MAC=38:47:BC:00:00:00;SSID=

2021-10-06 19:06:59 log.info [88000301]:
Changed. Password Changed to =

2021-10-06 19:07:43 log.warn [88000102]:
18:26:49:2B:A4:44 disconnected from SSID
2021-10-06 19:07:47 log.info [88000301]:

1,2021-08-17 08:03:43 Interface Reset

1,2021-08-17 08:04:26 k2 SSID Device

"Vodafone-77BC";0On Channel=104.

1,2021-10-06 19:06:59 k1 SSID Configuration
XXXXXXXXXXX.

1,2021-10-06 19:07:43 k2 SSID

Device

Device.WiFi.SSID.2 REASON-CODE=8.

2,2021-10-06 19:06:59 k2 SSID Configuration

Changed. Password Changed to = XXXXXXXXXXX.

2021-10-06 19:07:47 log.warn [88000102]:
18:26:49:2B:A4:44 disconnected from SSID
2021-10-06 19:07:50 log.warn [88000102]:
38:47:BC:2D:38:84 disconnected from SSID
2021-10-06 19:08:18 log.warn [88000102]:
18:26:49:2B:A4:44 disconnected from SSID
2021-10-06 19:08:18 log.warn [88000102]:
38:47:BC:2D:38:84 disconnected from SSID
2021-10-06 19:08:23 log.warn [88000102]:
38:47:BC:2D:38:84 disconnected from SSID
2021-10-06 19:12:11 log.info [88070001]:

1,2021-10-06 19:07:47 k1 SSID

Device

Device.WiFi.SSID.1 REASON-CODE=7.

1,2021-10-06 19:07:50 k1 SSID

Device

Device.WiFi.SSID.1 REASON-CODE=3.

1,2021-10-06 19:08:18 k1 SSID

Device

Device.WiFi.SSID.1 REASON-CODE=3.

2,2021-10-06 19:07:50 k2 SSID

Device

Device.WiFi.SSID.2 REASON-CODE=8.

3,2021-10-06 18:41:30 k2 SSID

Device

Device.WiFi.SSID.2 REASON-CODE=3.

2,2021-10-06 19:11:16 Steering:

<STA MAC=18:26:49:2b:a4:44> to 5G; reason RSSI steer fail

2021-10-06 19:13:42 log.info [880700017]:

4,2021-10-06 19:11:16 Steering:

<STA MAC=18:26:49:2b:a4:44> to 5G; reason RSSI steer fail

2021-10-06 19:14:43 log.info [88070002]:

285,2021-10-06 19:09:14

<STA-MAC=18:26:49:2b:a4:44> marked as picky

2021-10-06 19:14:43 log.info [880700017]:

6,2021-10-06 19:11:16 Steering:

<STA MAC=18:26:49:2b:a4:44> to 5G; reason RSSI steer fail

2021-10-06 19:22:57 log.info [88070001]:

2,2021-10-06 19:22:03 Steering:

<STA MAC=18:26:49:2b:a4:44> to 5G; reason RSSI steer fail

2021-10-06 19:23:58 log.info [88070001]:

4,2021-10-06 19:22:03 Steering:

<STA MAC=18:26:49:2b:a4:44> to 5G; reason RSSI steer fail

2021-10-06 19:24:06 log.warn [880001017]:
DC:91:BF:00:00:00 Associated to 2.4GHz.
2021-10-06 19:24:06 log.warn [880001017]:

Associated.WG-MAC=DC:91:BF:00:00:00;SSID=

2021-10-06 19:33:13 log.warn [880001017]:

Associated.WG-MAC=38:47:BC:00:00:00;SSID=

2021-10-06 19:33:13 log.warn [880001017]:
18:26:49:00:00:00 Associated to 2.4GHz.
2021-10-06 19:33:13 log.warn [880001017]:

Associated.WG-MAC=18:26:49:00:00:00;SSID=

2021-10-06 19:33:14 log.warn [880001017]:

Associated.WG-MAC=18:26:49:00:00:00;SSID=

2021-10-06 19:33:14 log.warn [880001017]:

Associated.WG-MAC=DC:91:BF:00:00:00;SSID=

2021-10-06 19:33:14 log.warn [880001017]:

Associated.WG-MAC=38:47:BC:00:00:00;SSID=

2021-10-06 19:33:51 log.info [88000301]:
Changed. SSID Changed to = CLLG.
2021-10-06 19:34:07 log.warn [88000102]:

207,2021-10-06 19:21:00 k1l SSID

207,2021-10-06 19:21:00 k1l SSID
"Vodafone-77BC";0On Channel=1.
133,2021-10-06 19:07:47 k1l SSID
"Vodafone-77BC";0On Channel=1.
171,2021-10-06 19:07:47 k1l SSID

171,2021-10-06 19:07:47 k1 SSID
"Vodafone-77BC";0On Channel=1.

112,2021-10-06 18:50:57 k2 SSID
"Vodafone-77BC";0On Channel=100.
202,2021-10-06 19:17:57 k2 SSID
"Vodafone-77BC";0On Channel=100.
118,2021-08-17 08:04:42 k2 SSID
"Vodafone-77BC";0On Channel=100.

2,2021-10-06 19:33:35 k2 SSID Configuration

1,2021-10-06 19:34:07 k1 SSID

Device

Device

Device

Device

Device

Device

Device

Device

Device

18:26:49:2B:A4:44 disconnected from SSID Device.WiFi.SSID.1 REASON-CODE=1.

2021-10-06 19:45:54 log.warn [880001017]:
DC:91:BF:00:00:00 Associated to 5GHz.
2021-10-06 19:45:54 log.warn [880001017]:

Associated.WG-MAC=DC:91:BF:00:00:00;SSID=

2021-10-06 19:45:54 log.warn [88000102]:
DC:91:BF:C5:9C:93 disconnected from SSID
2021-10-06 19:48:19 log.warn [88000102]:
18:26:49:2B:A4:44 disconnected from SSID
2021-10-06 19:54:53 log.info [88070001]:

212,2021-10-06 19:17:57 k2 SSID

347,2021-10-06 19:34:07 k2 SSID
"CLLG";0On Channel=100.
1,2021-10-06 19:45:54 k2 SSID

Device

Device

Device

Device.WiFi.SSID.2 REASON-CODE=4.

4,2021-10-06 19:06:49 k2 SSID

Device

Device.WiFi.SSID.2 REASON-CODE=1.

2,2021-10-06 19:54:19 Steering:

<STA MAC=c8:e2:65:9c:ec:03> to 2G4; reason RSSI steer fail

2021-10-06 19:55:27 log.warn [88000101]:
18:26:49:00:00:00 Associated to 5GHz.
2021-10-06 19:55:27 log.warn [88000101]:

Associated.WG-MAC=18:26:49:00:00:00;SSID=

152,2021-10-06 18:50:57 k2 SSID

376,2021-10-06 19:34:07 k2 SSID
"CLLG";0On Channel=100.

Device

Device
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2021-10-06 19:55:27 log.warn

[88000102]:

1,2021-10-06 19:55:27 k2 SSID Device

18:26:49:2B:A4:44 disconnected from SSID Device.WiFi.SSID.2 REASON-CODE=4.

2021-10-06 19:58:13 log.warn

[88000101]:

395,2021-10-06 19:37:13 kl SSID Device

Associated.WG-MAC=38:47:BC:00:00:00;SSID="CLLG";On Channel=1.

2021-10-06 19:58:54 log.info

[88000301]:

Changed. BandSteering is Disabled.

2,2021-10-06 18:40:23 k1l SSID Configuration

2021-10-06 19:58:54 log.info [88000301]: 3,2021-10-06 19:33:35 k1 SSID Configuration
Changed. SSID Changed to = CLLG 2.4.
2021-10-06 20:00:01 log.warn [88000102]: 2,2021-10-06 19:59:39 k2 SSID Device

C8:E2:65:9C:EC:03 disconnected from SSID Device.WiFi.SSID.2 REASON-CODE=1.

2021-10-06 20:00:11 log.info

[88000301]:

63,2021-10-06 19:10:43 k1 SSID

Configuration Changed. ACS Setting Channel = 1.

2021-10-06 20:01:13 log.warn [88000101]: 460,2021-10-06 19:59:13 k1l SSID Device
Associated.WG-MAC=38:47:BC:00:00:00;SSID="CLLG;On Channel=1.

2021-10-06 20:02:13 log.warn [88000101]: 471,2021-10-06 20:02:13 k1l SSID Device
Associated.WG-MAC=38:47:BC:00:00:00;SSID="CLLG;On Channel=10.

2021-10-06 20:02:13 log.warn [88000101]: 473,2021-10-06 20:02:13 k1l SSID Device
Associated.WG-MAC=38:47:BC:00:00:00;SSID="CLLG;On Channel=11.

2021-10-06 20:07:13 log.warn [88000101]: 484,2021-10-06 20:03:13 k1l SSID Device
Associated.WG-MAC=38:47:BC:00:00:00;SSID="CLLG;On Channel=6.

2021-10-06 20:08:01 log.info [88000301]: 2,2021-10-06 19:33:35 k1 SSID Configuration
Changed. SSID Changed to = CLLG.

2021-10-06 20:08:24 log.info [88000301]: 2,2021-10-06 18:40:23 k1 SSID Configuration

Changed. BandSteering is Enabled.

2021-10-06 20:13:17 log.warn [88000107]:
List Detected: 18:26:49:2b:a4:44
2021-10-06 20:13:17 log.warn [88000107]:

4,2021-10-06 19:19:48 k1 SSID Black Address

5,2021-10-06 19:19:48 k1 SSID Black Address
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66

List Detected: c8:e2:65:9c:ec:03

2021-10-06 20:13:17 log.warn [88000101]:
38:47:BC:00:00:00 Associated to 2.4GHz.
2021-10-06 20:13:17 log.warn [880001017]:

Associated.WG-MAC=38:47:BC:00:00:00;SSID=

2021-10-06 20:13:17 log.warn [88000102]:
C8:E2:65:9C:EC:03 disconnected from SSID
2021-10-06 20:45:05 log.warn [880001017]:
C8:E2:65:00:00:00 Associated to 5GHz.

2021-10-06 20:45:05 log.warn [880001017]:

Associated.WG-MAC=C8:E2:65:00:00:00;SSID=

2021-10-06 20:47:30 log.warn [880001017]:
C8:E2:65:00:00:00 Associated to 2.4GHz.
2021-10-06 20:47:30 log.warn [880001017]:

Associated.WG-MAC=C8:E2:65:00:00:00;SSID=

2021-10-06 20:47:30 log.warn [880001017]:
38:47:BC:00:00:00 Associated to 5GHz.
2021-10-06 20:47:30 log.warn [880001017]:

Associated.WG-MAC=38:47:BC:00:00:00;SSID=

2021-10-06 20:47:47 log.info [88000301]:

216,2021-10-06 19:07:47 kl SSID Device

506,2021-10-06 20:08:16 k1 SSID Device
"CLLG";On Channel=6.

1,2021-10-06 20:13:17 k1 SSID Device
Device.WiFi.SSID.1 REASON-CODE=3.
539,2021-10-06 19:53:56 k2 SSID Device

539,2021-10-06 19:53:56 k2 SSID
"CLLG";0On Channel=100.
583,2021-10-06 20:08:38

Device

kl SSID Device
583,2021-10-06 20:08:38
"CLLG";0On Channel=6.

139,2021-08-17 08:04:26

kl SSID Device

k2 SSID Device
359,2021-10-06 19:34:07
"CLLG";0On Channel=100.
27,2021-10-06 18:40:00

k2 SSID Device

k1l SSID

Configuration Changed. ACS Setting Channel = 6.

2021-10-06 20:47:47 log.info [88000301]:

Configuration Changed. ACS Setting Channel =

71,2021-10-06 18:40:00
100.

k2 SSID



