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CH7465VF Wireless Voice Gateway Software version : CH7465VF-NCIP-6.15.20.2-2-NOSH
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Description

GUI Login Status - Login Sucess from LAN interface; client ip=
[192.168.0.234];CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

GUI Login Status - Login Fail from LAN interface; client ip=
[192.168.0.234];CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

TRO69 start;CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

REGISTRATION COMPLETE - Waiting for Operational status;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:01:5¢:7d:80:51;CM-
QO0S=1.1;CM-VER=3.0;

TLV-11 - unrecognized OID;CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

MIMO Event MIMO: Stored MIMO=-1 post cfg file MIMO=-1;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:01:5¢:7d:80:51;CM-
QOS=1.1;CM-VER=3.0;

Received Response to Broadcast Maintenance Request, But no
Unicast Maintenance opportunities received - T4 time out;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:01:5¢:7d:80:51;CM-
QOS=1.1;,CM-VER=3.0;

Lost MDD Timeout;,CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

SYNC Timing Synchronization failure - Loss of Sync;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:01:5¢:7d:80:51;CM-
QO0S=1.1;,CM-VER=3.0;

TRO069 start;CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

REGISTRATION COMPLETE - Waiting for Operational status;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:01:5¢:7d:80:51;CM-
QO0S=1.1;,CM-VER=3.0;

lllegal - Dropped FORWARD packet: SRC=192.168.0.234
MAC=F8:2F:65:71:A5:18;CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

TLV-11 - unrecognized OID;CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

lllegal - Dropped FORWARD packet: SRC=192.168.0.234
MAC=F8:2F:65:71:A5:18,CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;,CM-VER=3.0;

MIMO Event MIMO: Stored MIMO=-1 post cfg file MIMO=-1;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:01:5¢:7d:80:51;CM-
QO0S=1.1;,CM-VER=3.0;

TRO069 stop ;CM-MAC=38:43:7d:56:49:29;,CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;,CM-VER=3.0;

lllegal - Dropped FORWARD packet: SRC=192.168.0.234
MAC=F8:2F:65:71:A5:18;,CM-MAC=38:43:7d:56:49:29;CMTS-
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CH7465VF
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;CM-VER=3.0;

lllegal - Dropped FORWARD packet: SRC=192.168.0.234
MAC=F8:2F:65:71:A5:18,CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:01:5¢:7d:80:51;CM-Q0S=1.1;,CM-VER=3.0;

Cable Modem Reboot - PCD_failure_action_REBOOT is triggered :
DOCSIS_SNMPAGENT failed;CM-MAC=38:43:7d:56:49:29;CMTS-
MAC=00:00:00:00:00:00;CM-Q0S=1.1;CM-VER=3.0;

Cable Modem Reboot - due to power reset;CM-
MAC=38:43:7d:56:49:29;CMTS-MAC=00:00:00:00:00:00;CM-
QOS=1.1;,CM-VER=3.0;
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